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40510D-AD “Dual Purpose”
Detects Phase Separation & Water Sensing

PetroClear® 40510D-AD40510D-AD

3.70

Model 40510D-AD

Filter Type �Spin-On 

Media Type �*Cellulose with Super Absorbent Media and Chemical Core

Micron Rating �10 Micron (nominal)

Diameter 3.70"

Height �5.36" 

Mounting Thread �1.5" – 16 UNF

Flow Rate 25 gpm (94.6 lpm)

Flow �1" flow

Shell Thickness �0.020

Gasket Material Buna N

Collapse (Min.) 150 psid (10.3 bar)

Burst (Min.) �500 psi (34.5 bar)

Max. Operating Temp. 250°F (139°C)

Min. Operating Temp. -20°F (-28.9°C)

	 Catalog	 Description

Adapters Available . . . . . . . . . . . . .             0.75 N1.5-16AD . . . . . . . . . . . .            3/4" NPT Inlet/Outlet Ports, 1.5" – 16 UNF (aluminum)

	 1.00 N1.5-16AD . . . . . . . . . . . .            1" NPT Inlet/Outlet, 1.5" – 16 UNF (aluminum)

	 0.75 B1.5-16ADA . . . . . . . . . . .           3/4" BSP Ports, 1"-16 UNF (aluminum)

	 1.00 B1.5-16ADA . . . . . . . . . . .           1" BSP Ports, 1"-16 UNF (aluminum)	

*Particulate Removing and Chemical Core Detects Phase Separation 

10-16 PC-405D-AD


